
 

Installation Guide for Tespro USB Devices 
 
 

Welcome to use Tespro USB devices. To use these devices in your computer 

for the first time you have to do USB installation, which can be done step by 

step according to the following indications. 
 

This “Guide” is for the upgraded Tespro USB driver. It works for different 

versions of Microsoft Windows OS, such as Windows 7, Windows XP, Windows 

2008, Windows 2003. 

 
 
1 Install Tespro USB Driver 

 

l Insert Tespro CDROM into the CD driver in your PC.  

l Double click “TesPro-USB-Driver.exe” in the folder of “TesPro USB 
Drivers” 

l Select language and start installation.  

 

                      Figure 1.1 Prepare Installation 

 



 

Figure 1.2 Install Shield Wizard 

 

 

Figure 1.3 Start to Install 

 



 

Figure 1.4 Installation Processing 
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Figure 1.5 Digital Verification Check Message 

 

Please select “Install this driver software anyway”, then, continue the next step. 

Installation is done and restarting your PC is recommended. 



 

Figure 1.6 Installation Finish 

 

 
2 Finding the port number for the USB device 

In the System window, click "Device Manager" in the left column, then you will 

find all devices in your computer.  

Expanding ports, if you can find: 

- TesPro C USB Serial Port (COM4)  or 

- TesPro F USB Serial Port (COM3)  

(“C” and “F” means different version) 

It means your USB optical probe has been installed successfully and the USB 

device has been mapped to COMx, e.g.COM3. 

 

3 Connect Tespro USB device in your PC 

After the first USB installation has been finished, when you connect Tespro 

USB optical probe or other USB devices into your PC for the first time, it will go 

the second installation and automatically done. This is the registration process 

of the specific USB device.  



 

Figure 2.1 Installation Finish 

 

 

 

 

 


